Erosion Confrol:
Summary:
L. The intent of the is to prevent sil from reaching storm drain systems and drainage ways.
2. The minimum measures need to be made on all projects.
a)A gravel pad, at least 50 feet long, is required where vehicles will leave the consiruction site.
b) A sediment barrier is to be constructed of straw bales or a sediment fence where noted in the details or
where sediment will cross outside the work area.
¢)Where excavated material is placed on hard surfaces (such as streets) material must be broomed or scraped
clean as soon as possible.
d) Riprap exits from all culverts and storm drain pipes draining into the dilches or swales. Riprap is to be
Class 50 riprap or larger or as noted elsewhere in the plans.
e)Reseed or cover disturbed arcas as soon as is possible and practical but no later than the completion of
construction on the other phases of work. Erosion control measures such as hay bales and silt fences must
remain in place until seeded areas show growth substantial to prevent erosion.

General:

1. Approval of this erosion control (ESC) plan does not constitute an approval of permanent road or drainage

design (e.g. size and location of roads, pipes, restrictors, channels, retention facilities, utilities, etc.).

2. The implementation of these ESC plans and the construction, mai repl and
these BSC facilities is the ibility of the applicant/s until all ion is compl
approved, and vegetation of landscaping is established.

3. The ESC facilities on this plan must be constructed in conjunction with all clearing and grading activities, and
in such a manner as to ensure that sediment laden water dues nol enter the drainage system or violate
applicable water standards,

4, The BSC facilities shown on this plan are the i for i site conditions. During
the construction period, these ESC facilities shall be npgraded as needed for unexpected storm events and to
ensure that sediment laden water does not leave the site.

5. The ESC facilities shall be i | daily by the applicant/cont
their confinued functioning.

6. The BSC facilities on inactive sites shall be inspected and maintained a
24 hours following a storm event.

7. At no time shall more than one foot of sediment be allowed to within a trapped catch basin. All
catch basins and conveyance lines shall be cleaned prior to paving. The cleaning operation shall not flush
sediment laden water into the downstream system.

8. Stabilized construction entrances shall be installed at the beginning of construction and maintained for the
duration of the project. Additional mensures may be required to ensure that all paved areas are kept clean for
the duration of the project.
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